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(> PLS) ELECTRO-QPTICAL CHARACTERISTICS T,=25C
CATHODE o—Ki—o  ANGDE PARAMETER SYMBOL TEST CONDTON  MIN_TYP WMAX UNTT
L OPEN CIRCUIT VOLTAGE  Voc Ee=5.0mw/cm? 0.42 )
| | | SHORT CIRCUIT CURRENT Isc  Ee=5.0mw/or? 3 A
1.10 [0.0431] DARK CURRENT K Vr=10V 10 nA
0.60 [0.024]
I — Ee=0.0mw/cm®
TERMINAL CAPACTANCE Gt Vr=3V, F=1MHz 5 pF
— — REFLOW PROFILE g
3.0 [0126] e C wax - RESPONSE TIME Tr/TE Vr=10VRI=1000 €1 6/6 nS
zio| _ Z T T SPECTRAL SENSTVTY A 400~1200 nm
_ PEAK WAVELNGTH s 980 nm
£ 175 LENS COLOR: CLEAR
" 90-120 SEC.
E 130 [—
s w| &
_,| |__ 060 [0.024] = 15| /O LIMTS OF SAFE OPERATION AT 251
(@ PLS) 30 PARAMETER MAX UNITS
e REVERSE VOLTAGE 32 v
0 90 180 FOWER DISSIPATION 150 mw
400 [01571 TIME (SECONDS) OPERATING TEMP. -2570 +85 c
—{ [~ 2.00 [0.079] STORAGE TEMP. —40T0 +85 ‘C
9155 [#0.061] NOTES:
RECOMMENDED SOLDER PAD LAYOUT 1. 2,000 PIECES PER REEL.
O/ { 175 IZO 0691 | | 2. THE CATHODE IS ORIENTED TOWARDS
B t THE TAPE SPROCKET HQLE.
8.00 [0.3151 ) AN @ Eal 350 [0.138] 150 [0.059]
I CAUTION: MQISTURE SFNSITVE DEVICE.
LZHEJ B E) ’ f 1. SELF LFE W SEAED B
12 MONTHS AT <ATG AND <90% RELATVE HUMIDITY (RH).
2.00 [0.0791 175 [0.069] 2. AFTER THS BAG IS OPENED, DEVKES HAVE T BE
TOP TAPE 4,00 [0.1571 NOUNTED WITHN 4B HOLRS DR STDRED AT <30% RH.
TAPE FEED DIRECTION ——
CNVCONTIROLLED LOCUMENT
*UNLESS OTHERWISE SPEGIFIED TOLERANGES PER DEGMAL PREGISION ARE: X=1 (0.039), XX=10.5 (£0020, XX(=20.25 (£0.010), XXOX=20.127 (10.005). LEAD SZE=005 (0.02), LEAD LENGTH=£0.75 (£0.030), UN= FJEENAL PRECBIDN yuy - +00B  orueron
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