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ELECTRO—OPTICAL CHARACTERISTICS Tp=25C

PARAMETER SYMBOL TEST CONDITION MIN  TYP MAX UNIT
COLLECTOR DARK Iceo Veeo= 10V 100 nA
GURRENT Ee=0.5mw/cm?
CALLECTOR LIGHT Ic Voe= BV 2.0 mA
CURRENT Ee=0.5mw/cm’
COLLECTOR-EMITTER Vee le=0.ZmA 04 v
SATURATICN VOLTAGE (sat)  Ee=0.5mw/cm?
SWITCHING SPEEDS: Vee=5V
RISING TIME Tr le=1mA 8 HS
FALLING TIME TH RI=1000 10 HS
PEAK WAVELNGTH Ap 880 nm
ANGULAR REPSONSE Ae 170 DEG
LENS CCLOR: CLEAR
LIMITS C©F SAFE OPERATION AT 25'C
PARAMETER MAX UNITS
COLLECTOR—EMITTER VOLTAGE (Vceo 40 v
EMTTER—CCLLECTOR VOLTAGE (Veco 4 v
POWER DISSIPATICN 100 mW
CPERATING TEMP. —-25 TO +85 C
STORAGE TEMP. =30 TO +85 C
SAOLDERING TEMP. + 260 ‘C
2.0mm FROM BODY 3 SEC. MAX

BELUABILITY NOTE

OUR MANY YEARS OF EXPERIENCE DATA ACCUMULATION INDICATE
THAT SOLDER HEAT IS A MAJOR CAUSE QOF EARLY AND FUTURE
FAILURE. PLEASE PAY ATTENTION TO YOUR SOLDERING PROCESS.

2680 E. HELLEN ROAD
PALATINE, ILLUNQIS 60067
(B47) 359—2790
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THE NFURMATION CONTAINER N THIS DOCUMENT IS THE PROPERTY OF LUMEX NCORPORATED.
EXEEPT AS SPECIFKCALLY AUTHORIZED IN WRITING BY LUMEX INCORPDRATED, THE HOLDER oF
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SCALE: N/A

TO-18 LOW PROFILE, PHOTOTRANSISTOR,
WATER CLEAR LENS.
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