Plug-In

Power Splitter/Combiner

8 Way-0°

Maximum Ratings

50Q

10 to 600 MHz

Features

PSC-8-1W

Operating Temperature -55°C to 100°C * wideband, 10 to 600 MHz CASE STYLE: CO7
Storage Temperature -55°C to 100°C * good isolation, 23 dB WP- PRICE: $114.45 ea. QTY (1-9)
- « rugged welded construction
Power Input (as a splitter) 1W max.
Internal Dissipation 0.62W max.
Applications
« VHF/UHF
« signal processing
Pin Connections ¢ radiocommunication
SUMPORT 2 Splitter Electrical Specifications
PORT 1 1
PORT 2 S FREQ. ISOLATION INSERTION LOSS (dB) PHASE AMPLITUDE
PORT 3 9 RANGE (dB) ABOVE9dB UNBALANCE UNBALANCE
PORT 4 13 (MHz) (Degrees) dB)
PORTS5 16
PORT6 12 L ) M ) U ) L M U L M U L M U
PORT 7 8 f-f, Typ.Min. Typ.Min. Typ. Min. | Typ. Max. Typ.Max. Typ.Max. Max.  Max. Max. Max. Max.  Max.
PORT 8 4 10-600 % 20 28 16 2 16|10 18 12 22 17 28 2 4 10 03 06 09
GROUND 3'6’7'14'15 L = low range [f_ to 10 f] M = mid range [10 f_to f/2] U = upper range [f/2 to f ]
CASE GROUND 3,6,7,14,15
NOTUSED 10,11 .
Typical Performance Data
Frequency InsertionLoss Amplitude Isolation VSWR VSWR VSWR
. . (MHz) (dB) Unbalance dB) S 1 8
Outline Drawing S1 S2 S3 sS4 S6 S8 (dB) 12 23 58 67
veL NOTE: BLUE BEAD INDICATES 10,00 995 995 995 994 998 997 004 3434 3156 3127 3118 109 123 124
bR oy NUMBERS 0O NOT 3000 998 998 998 998 1001 1001 004 3516 3237 3231 3198 106 122 12
FOR REFERENCE ONLY. 5000 1000 999 1000 999 1001 1001 007 3326 3180 3215 3151 106 122 122
PINS 6,7,10,11 OMITTED — €145 8000 1013 1010 1011 1009 1011 1011 004 3052 3061 3167 3045 106 122 12
. 12000 1023 1019 1018 1015 1017 10.19 0.08 2779 2900 3077 2894 105 121 121
[ LETTER "M” OVER PIN 13 18000 1041 1032 1028 1024 1024 1028 017 2493 2688 2934 2695 105 121 119
o 0" OVER PIN 1 24000 1066 1050 1044 1037 1037 1044 031 2318 2545 2819 2564 105 120 117
or ViEw 30000 1076 1056 1046 1036 1035 1042 047 2183 2426 2705 2458 110 117 114
e 36000 1099 1075 1064 1050 1051 1058 058 2093 2346 2615 2395 114 117 113
j""-r_ - 42000 1119 1094 1085 1066 1066 1076 061 2044 2302 2543 2368 120 116 113
'14?' 31 31 ‘41 Lo 49000 1117 1101 1097 1075 1077 1083 050 2009 2266 2456 2355 126 114 112
fe. 53000 1112 1104 1107 1083 1086 1090 036 2010 2265 2413 2369 126 112 113
31 gl 71 —8+- = 56000 1100 1102 1111 1086 1091 1092 031 2020 2273 2380 2389 126 112 117
T [ 58000 1096 1105 1120 1084 1102 1101 033 2038 2290 2364 2414 125 112 118
TR T Inaini 60000 1085 1102 1122 1098 1106 1102 037 2058 2307 2346 2442 124 112 120
E DIA
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12.0 ; ; I 58 . . . .
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