Coaxial

High Power Combiner

/B4CS-700-10W

4 Way-0° 50Q 400 to 700 MHz

Maximum Ratings Features
Operating Temperature -55°C to 90°C * high_ power, up to 10W input power
Storage Temperature _55°C to 100°C * lowinsertion loss, 0.35 dB typ.
| Dissinati aw « good isolation, 25 dB typ.
Internal ISsipation max. . gOOd SUm-pOrt VSWR, 1.14 typ
« good VSWR at ports 1-4, 1.10 typ.
Coaxial Connections Applicati CASE STYLE:Z689
SUMPORT S pplications
PORT 1 1 * UHF-TV/DTV _ _ Connectors __Model Price Qty.
e communication receivers & transmitters N-TYPE ZB4CS-700-10W-N  $134.95 (1-9)
PORT 2 2
PORT 3 3 High Power Combiner Electrical Specifications
PORT4 4 FREQ. ISOLATION INSERTION PHASE AMPLITUDE POWER
RANGE (dB) LOSS (dB) UNBALANCE UNBALANCE INPUT"
(MHz) ABOVE 6.0 dB (Degrees) (dB) (W)
Outline Drawing as as
combiner splitter
P TYP -y Typ. Min. Typ. Max. Typ. Max. Typ. Max. Max. Max.
: 2689: CENTER CONN. LOC. OMITTED 400-700 25 20 0.35 0.8 0.6 4.0 01 03 10 20
i 1. Over-55°C to +55°C. Derate linearly to 20% of rating at 90°C
c M _?_'Q'_Q'_ ''''''''' _¢| 2. As a combiner of non-coherent signals, max. power per port is power rating divided by number of ports.
PE AN o votes wozse & 21 Typical Performance Data
I!I =S g Z54 ONLY = Freq. Insertion Loss Amp. Isolation Phase VSWR VSWR VSWR VSWR VSWR
: < (MHz) (dB) Unbal. (dB) Unbal. s 1 2 3 4
I S1 s2 S3 s4 (@B) 12 23 34  (deg)
8 ! R 400.00 641 626 630 634 015 2812 3659 27.11 0.21 129 114 115 115 116
l 42500 640 627 631 635 014 34.17 4574 31.85 0.10 119 113 114 114 115
R 450.00 637 625 627 630 0.2 36.86 47.56 33.26 0.11 109 111 113 112 113
T L_ A 470.00 640 626 629 631 014 32.20 39.98 30.16 0.23 103 110 111 110 111
Q D"__E__ X DIATHRU 490.00 637 624 626 629 014 29.04 36.31 27.51 0.30 103 109 110 108  1.09
L TP, 51000 6.42 629 6.31 6.33 013 27.29 34.09 25.82 0.31 107 108 109 106  1.07
- 53000 6.42 631 6.32 634 011 26.42 32.68 24.87 0.40 110 108 110 106  1.07
PN 55000 6.42 6.29 6.32 6.33 0.3 26.18 31.64 24.46 0.52 112 109 111 106  1.07
M 57000 6.42 6.30 6.34 634 012 2652 31.14 24.60 0.43 113 110 112 108  1.08
A—Yy 590.00 6.45 6.33 6.38 6.38 0.3 27.38 30.88 25.19 0.36 114 111 113 109  1.09
7S" FORT ON OPPOSITE FACE 61000 6.46 6.36 6.38 640  0.10 28.66 30.96 26.30 0.50 114 111 114 110 110
63000 6.48 6.36 640 641  0.11 30.13 31.33 27.92 0.50 113 111 114 111 111
64000 649 6.38 641 640  0.11 30.79 31.58 28.98 0.43 113 111 113 111 111
650.00 6.48 6.37 6.40 640  0.11 31.26 31.99 30.22 0.36 113 111 113 111 111
70000 651 640 643 642 011 29.24 3591 35.01 0.41 110 108 110 110 110
Outline Dimensions ('%? ZB4CS-700-10W ZBACS-700-10W
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